
Franklin Park (Chicago), IL  •  Chino (L.A.), CA  •  Houston, TX  •  Monroe (Atlanta), GA Since 1912

Available in Zinc 
P  

 
 

 
available in  

Stainless Steel. 

Available in Metric 
See page 22.

STANDARD SHANK LENGTHS 
PLAIN PATTERN

STANDARD SHANK LENGTHS 
SHOULDER PATTERN

Threaded Blank

Plain
Pattern

No.

Bolt
Diameter

N.C.

Standard
Shank
Length

Part
No.

Weight 
Per
100

Part
No.

Weight 
Per
100

1 1/4" 1" 11605 3 5 11005 1 5.5

2 5/16" 1-1/8" 11625 1 10.5 11025 9 11.5

3 3/8" 1-1/4" 11645 9 15.5 11045 7 16.5

4 7/16" 1-3/8" 11665 7 20.5 11065 5 22

5 1/2" 1-1/2" 11685 5 33 11085 3 35

6 9/16" 1-5/8" 11705 0 44.5 11105 8 45

7 5/8" 1-3/4" 11725 8 64 11125 6 66

8 3/4" 2" 11748 7 90.5 11148 5 97

9 7/8" 2-1/4" 11768 5 135 11168 3 142

10 1" 2-1/2" 11788 3 190.5 11188 1 199

11 1-1/8" 2-3/4" 11808 8 299.5 11208 6 312

12 1-1/4" 3" 11831 6 399 11231 4 412

14 1-1/2" 3-1/2" 11851 4 662.5 11251 2 691

Threaded Blank

Shoulder
Pattern

No.

Bolt
Diameter

N.C.

Standard
Shank
Length

Part
No.

Weight 
Per
100

Part
No.

Weight 
Per
100

21 1/4" 1" 12805 6 6 12205 4 6

22 5/16" 1-1/8" 12825 4 10 12225 2 10.5

23 3/8" 1-1/4" 12845 2 16 12245 0 17

24 7/16" 1-3/8" 12865 0 26.5 12265 8 28

25 1/2" 1-1/2" 12885 8 38 12285 6 39

26 9/16" 1-5/8" 12905 3 49 12305 1 52.5

27 5/8" 1-3/4" 12925 1 73.5 12325 9 76.5

28 3/4" 2" 12948 0 99.5 12348 8 104

29 7/8" 2-1/4" 12968 8 172.5 12368 6 178

30 1" 2-1/2" 12988 6 235 12388 4 242

31 1-1/8" 2-3/4" 13008 0 342.5 12408 9 347

32 1-1/4" 3" 13031 8 462.5 12431 7 485

34 1-1/2" 3-1/2" 13051 6 752.5 12451 5 780

 


